
Case Study

OIL & GAS

Location
Egypt

End User 
NORPETCO  

Year
2023

Flexstrong® was specified for this project, with a design pressure of  
750 PSI and temperature 60°C.

The scope is mainly to replace multiple phases crude oil flowlines in 
the North Bahariya ABBAR Oil Field.

The pipelines were installed both underground and laid on the 
ground, with construction berms provided at the tie-ins to the oil 
station manifold. 

Project Details: 
●	 Buried line with several turns
●	 Jointing: swage jointing
●	 Soil type: sand 
●	 Terrain: significant elevation changes

Project

North Bahariya Petroleum 
Company 
This project is for replacing the existing 4-inch and 3-inch carbon 
steel (CS) flowlines with 3-inch Flexstrong® flowlines in the North 
Bahariya ABBAR Oil Field. The project scope includes the supply 
and installation of the 3-inch Flexstrong® pipelines carrying crude 
oil as the service fluid.

What We Delivered

DIAMETER

3”
PRESSURE

750 PSI
LENGTH

10000m
JOINTS

Class 600, Flange 
End & coupler 

Fittings

DELIVERING

Sour Crude Oil

Flexstrong® provided 
North Bahariya Petroleum 
Company with an instant, 

reliable, and efficient solution 
for corrosion. 
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Need
More Info?

Please get in touch with us
casestudies@futurepipe.com


